NOTE:
GC TO SUPPLY ALL HARDWARE CALLED OUT IN DETAILS, UNLESS OTHERWISE CALLED OUT. TKC DOES NOT SUPPLY HARDWARE.
CALL BEFORE YOU DIG. GC ASSUMES RESPONSIBILITY TO LOCATE ALL EXISTING PRIVATE AND PUBLIC UTILITIES BEFORE BEGINNING WORK. NOTIFY TKC OF ANY CONFLICTS BEFORE PROCEEDING.

1. BENCH
   SCALE: 1/2"=1'
   BENCH SEAT SECURED TO FRAME WITH
   (6) 1/2" TAMPER-PROOF BOLTS, (6) WASHERS.
   ALL HARDWARE PROVIDED WITH KIT.
   CROSS-BRACE.
   BENCH BASE CONSISTS OF (2) LEG FRAMES,
   (1) CROSS-BRACE, ASSEMBLE WITH (6) 1/2" TAMPER-
   PROOF BOLTS, (6) WASHERS, (4) NYLON INSERT
   LOCK NUTS. ALL HARDWARE PROVIDED BY OTHERS.
   FINISHED GRADE, EXISTING OR NEW SURFACE
   BY OTHERS.
   ANCHORS NOT PROVIDED IN BENCH KIT.
   CONTRACTORS MUST PROVIDE (6) ANCHORS
   FOR BENCH. SEE DETAIL 2 AND 3 OF THIS
   SHEET FOR ANCHOR VARIATIONS. GC TO
   VERIFY SURFACE AND COORDINATE IN FIELD.

2. CONCRETE BENCH ANCHOR
   SCALE: 1-1/2"=1'
   CONCRETE WEDGE ANCHOR
   1/8"X4" MIN. RD H/D ANCHOR OR
   EQUAL, INSTALL PER
   MANUFACTURER
   SPECIFICATIONS. GC TO
   SUPPLY AND COORDINATE IN FIELD.
   1/4" MAX ABOVE NUT
   BENCH FRAME
   ASPHALT ANCHOR
   6" MIN. DEPTH. AAG
   SP10 OR EQUAL.
   INSTALL PER ANCHOR
   MANUFACTURER
   SPECIFICATIONS.
   GC TO SUPPLY
   AND COORDINATE IN FIELD.
   SURFACE MOUNT STAINLESS
   STEEL BENCH LEG SUPPORTS.
   FINISH GRADE
   4" COMPACTED DG
   SURFACE
   4-6" COMPACTED
   CR610 ROADBASE
   COMPACTED SUBGRADE

3. ASPHALT BENCH ANCHOR
   SCALE: 1-1/2"=1'
   ASPHALT ANCHOR
   9" MIN. DEPTH. AAG
   SP10 OR EQUAL.
   INSTALL PER ANCHOR
   MANUFACTURER
   SPECIFICATIONS.
   GC TO SUPPLY
   AND COORDINATE IN FIELD.

4. STAINLESS STEEL ANCHOR ROD
   SCALE: 1-1/2"=1'
   STAINLESS STEEL ANCHOR ROD
   SCALE: 1-1/2"=1'
   BENCH SEAT SECURED TO FRAME WITH
   (6) 1/2"X12" STAINLESS STEEL
   THREADED ANCHOR ROD.
   GC TO SUPPLY AND
   COORDINATE IN FIELD.
   1/4" MAX ABOVE NUT
   BENCH FRAME
   (4) 1/2"X12" STAINLESS STEEL
   NUT.
   (4) 1/2"X12" STAINLESS STEEL
   THREADED ANCHOR ROD.
   GC TO SUPPLY AND
   COORDINATE IN FIELD.
   CROSS BRACE.
   BENCH BASE CONSISTS OF (2) LEG FRAMES,
   (1) CROSS-BRACE. ASSEMBLE WITH (4)
   1/2" TAMPER-PROOF BOLTS, (6) WASHERS,
   (4) NYLON INSERT
   LOCK NUTS. ALL HARDWARE PROVIDED BY
   OTHERS.
   TC TO SUPPLY AND
   COORDINATE IN FIELD.

FINISHED GRADE
EXISTING OR NEW SURFACE
BY OTHERS.

ANCHORS NOT PROVIDED IN BENCH KIT.
CONTRACTORS MUST PROVIDE (6) ANCHORS
FOR BENCH. SEE DETAIL 2 AND 3 OF THIS
SHEET FOR ANCHOR VARIATIONS. GC TO
VERIFY SURFACE AND COORDINATE IN FIELD.

NOTICE:
CALL BEFORE YOU DIG. GC ASSUMES RESPONSIBILITY TO LOCATE ALL EXISTING PRIVATE AND PUBLIC UTILITIES BEFORE BEGINNING WORK. NOTIFY TKC OF ANY CONFLICTS BEFORE PROCEEDING.